
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELL LOG ELECTRICLOGS FP_E X WATERSANDS LOCATION INSPECTED SUB. REPORT/abd

DATE FILED 2-20-81
LAND:FEE & PATENTED FED. STATE LEASE NO. PUBLICLEASENO U-0577 INDIAN

DRILLING APPROVED

SPUDDED IN:

COMPLETED: PUT TO PRODlJCING:

INITIAL PRODUCTlON

GRAVITY A P.L

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED: --

FIELD Natural Butte Field 3/g &
UNIT:

COUNTY Uintah
WELL NO Natural Duck 3-22-9-20 GR API NO. 43-047-30924
LOCATION 854' FT. FROM (N) LINE, i738 FT FROM (E) (E) LINE NW NE 1/4 - 1/4 SEC 22

oEE S C. OPE

AL OIL & GASCQl



Form s-3310 OUACATE'
- NT CATE* Form a proved.

(May l¾3) (Other instructions on liudget lureau No. 42-R1425.
• ' UNITED STAT S reverse side)

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-0577

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

1a.rvrzorwoaa Ute Tribe Surface
DRILLÐ DEEPENO PLUG BACKO Î. UNIT AGREEMENT NAME

b. TYPEOFWEI,L N/A
OILLL WAESUL

OTHER
LNNGLE MOUNLTIPLE

. FARM OE LEASE NAME

2. NAME OF OPEEATOE
Natural Duck

Coastal Oil & Gas Corporation 9. WELI, NO.

3. ADDRESS OF OFERATOR
COG 3--22-9-20 GR

P. O. Box 749, Denver, Colorado 80201 io. FIELD AND POOL, OB WILDCAT
4. CSATrfaNœOF WELL (Iteport location clearly and in accordance with any State requirements.*)

Natural Duck Field
854 ' FNL / 1738 ' FEL (NW NE) 11. SEC., T., R., M., OR BLK.

AND SURVEY OR AREA
At proposed prod. zone

SAME Section 22-T9S-R20E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OE PARISH 13. STATE

Approximately 15 miles SE of Ouray, Utah Uintah | Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST

TO TIIIS WELLPROPERTY OR LEASE LINE, FT· 418 ' 440 160(Also to nearest drlg. unit line, if any)
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLSTO NEAREST WELL, DRILLING, COMPLETED,

on arruED FOR, ON THIS LEASE, Fr- N/A 5300 ' (Green River) Rotary
ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WOEK WILL START*

4841' Ungr. Gr. March 31, 1981
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4" 9-5/8" 36# 200' 125 sacks
8--3/4",7-7/8" 4-1/2" 11.6# 5300' Sufficient cement to cover 200'

above the uppermost hydrocarbon
zone to protect the oil shale.

Please see attached supplemental information:

(1) 10--Point Program
(2) 13-Point Program
(3) BOP Schematic and Program
(4) Survey Plat

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.
24.

SIGN TITLE Dr l ing Manager »,22 February 17, 1981
(This space for Federal or State office use)

PERMIT NO APPR VAT.DATE

APPROVED BY TITLE FOR E. W. GUYNN
CONDITIONS OF APPROVAL, IF ANY: Ulb i Hib i bNÚlIÑÊÑ DATE

CONDITIONS OF APPROVAL ATTACHED
NOTICE OF APPROVAL TO OPERATOR'S COPY

FLARINGOR VENTINGOF
See instructionsOn ReverseSide GAS IS SUBJECTTO NTL4-A

DATED



PROJECT

COASTAL OIL 8 GAS CORP.

Weli location, C.0.G.*3-22-9-20 GR
located as shown inthe NWl/4 NEI/4

T9S, R20E, S.L. B. BM· Section 22, T9S, R20E , S.L.B.S M.

SS9°03'W N69 09'w
Uintah County , Utoh.

C 0 G #3-22-9-20 âg .
17 36

.

E/ev. Ungraded Ground- 484/'

co

z

CER TIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROMO FIELD NOTE5 OF ACTUAL SURVEYS MADE BY ME OR uNDER MY

SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO TH

BEST OF MY KNOWLEDGE AND BELIEF.

REGISTERED LAN URVEYOR
REGISTRATION NB 2454
STATE OF UTAH

UINTAH ENGINEERING & LAND SURVEYING
81. 06 P 0. BOX Q - 110 EAST - FIRST SOUTH

S89 02'W VERNAL, UTAN - e4o7e
SCALE DATE

1"= 1000' 12/12/80
X = Section Corners Located PARTY REFERENCES

LT. TJ. DD GLO PLAT
WEATHER FILE

CLEAR S COLD



Identification CER/EA No. 330-81

United States Department of the Interior
Ceological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Coastal Oil & Gas Corporation

Project Type _ Oil Well Development - Natural Buttes

Project Location 854' FNL 1738' FEL Section 22, T. 9S, R. 20E.

Well No. 3-22 Lease No. U-0577

Date Project Submitted February 20, 1981 -

FIELD INSPECTION Date April 1, 1981

Field Inspection
Participants Craig Hansen USGS, Vernal

Lynn Hall BIA, Ft. Duchesne

Dempsey Day Coastal Oil & Gas

Related Environmental Documents:

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-
fore, does not represent an exception to the cate cal exclusions

April 3, 1981
Date Prepared E ironmental Scientist

I concur

Date District Supervisor

Typing In 4-3¯81 Typing Out



CATEGORICAL EXCLUSION REVIE', IN ORäTTO SOURCE

Incal am!
Federal/State Agency private ,

Other
Corce- Ibone corre·- 'studi.es Onsite

CcLeeria spendence check %eting spodence Previous ard .
Staff inspectàn

5L6 Œ 2.3.A (date) (date) (date) (date) NEPA reoorts exoertise (date) OEher

Public health
ard safety -

Uniqœ charac-

teristics

. Envi.corræntally
controversial

. Uncertain atd
unkna.m risks

. Establishes - 7

precedents

. Cumlat ively
s ignif ic ant

. National Register •

historic olaces

. Erdangered/
chrea:ened soecies

. Violace Federal,
Sta:e, local,
triba. law



RECOMMENDED STIPULATIONS FOR COASTAL OIL & GAS #3-22

1. Adhere to standard BIA Surface Stipulations.

2. Pad and location will allow access through north and west edges of the

location.

3. Production facilities will be painted a tan color to blend in with the

natural surroundings.

4. Production flowlines will hook into existing line north of the location.

5. Topsoil will be placed on the west edge of the location and seeded to

insure rehabilitation



CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from GeoTogical Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Orill y

6'. Operat Correspondence

-.6. Field Observation

7. Private Rehabilitation Agreement







10. We (onoar with ar, recumard) asproval of tra glimtim fcz PermLt to Drill the skject well.

Based cm swailable informat.ian 4 /] /R), te have clamad the prtpoeod location in the folloing areas of envi-

rennental impacts

T.a m t.istaa threatened or eraungerad -

Tes ib Critical v la i F= habitat

Yes in Histzriaal er cultural resourcus

Yes No ALr quality aspects (to be osì caly if project la in or cdjaamt to a Class I aram of attainment)

Yes ib O¢har (if neommary)

She necessary surfaae protectim and Inhabilitation reqdremnts azu specified M.

8.1. res.mtatim

11. Declaraticn:

It has bæn determined that the drilling of the atove all is rot a aderal action significantly affecting the qw1-

ity of the envircrrent as sculd Imquire the peçaratiœ of an envirtraental statenant in accordaxe with Section 102

(2Î(c)of the Naticnal•Ehvircrmental Policy kt of 1969 (42 ŒC 4331) (2) (cl.



U. S. GEOLOGlCAL SURVEY - CONSERVATl0N DIVIS10N

FROM: : DISTRICT GEOLOCIS IE, SALT LAKE CITY, UTAH

TO ': DISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAH

SUBJECT: APD MINERAL EVALUATION REPORT LEASE , (A -of }

OPERATOR: pey Ô | ( o> WELL NO. ( pé T-- 11- ¶-26 6

LOCATION: SE k Nw k A/E k see. Z2. , T. 9 S , R. 'le i T SA .

County, O L.

1. Stratigraphy:

2. Fresh Water:

3. Leasable Minerals:

4. Additional Logs Needed: c o<

5. Potential Geologic Hazards:

6. References and Remarks:

Signature: • L Date: 3 -- 3 -





0 - O

BLOWOUTPREVENTER PROGRAM:

Operator's minimum specifications for pressure control equipment which is to be used,

a schematic diagram thereof showing sizes, pressure ratings, and testing precedures
and testing frequency.

Bottom: 3000# BOP W/4-1/" pipe rams
30000 BOP W/blind rams
3000# Hydril

Top: Grant rotating head

Manifold includes appropriate valves, positive and adjustable chokes and kill line,
to control abnormal pressures.

BOP's will be tested at installation and will be cycled on each trip.

The type and characteristics og the proposed circulating medium to be employed for

rotary drilling and the quanities and types of mud and weighting.material to be
maintained:

The well will be drilled with fresh water mud from surface to 4500' with a weight of

8.3 to 8.7 ppg. From 4500' to TD the well will be drilled with fresh

water mud with a weight from 8.7 to 10.4 PPS-

Auxiliary equipment to be used:
'

a. kelly cock
b. monitoring equipment on the mud system
c. a sub with a full opening valve will be available on the floor to stab

into the drill pipe when the kelly is not in the





PROJECT a

COASTAL OIL 8: GAS CORP.

WelI location, C. O.G.*3-22-9-20 GH,
located as shown in the NWI/4 NEl/4

T9S, R20E, S.L.B.8M· Section22,T9S, R2OE , S.L.B.SM.
Uintah County , Utah.

SS9
03°W N89°09'W

39 .

C 0 G #3-22-9-20 GR .
17

38°

Elev Ungra¢fed Ground- 484/'

O

I

CER TIFICATE

HIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES of ACTUAL SURVEYS MADE SY ME OR UNDER MY

SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE
------- > BEST OF MY KNOWLEDGE ANO BELIEF

fro REGISTERED LAN URVEYOR
REGISTRATION NR2454
STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING
81. 06 P 0. BOX Q - 110 EAST - FIRST SOUTH

S 89°02'W
ŸERNAL, UTAH - 8 4078

SCALE DATE
I"= 1000' 12/12/80

X = Section Corners Located PARTY REFERENCES
LT. TJ. DD GLO PLAT

WEATHER FILE
CLEAR S COLD





10-POINT PROGRAM- PAGE 2

COG 3-22-9-20 GR

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a

weight of 8.3 to 8.7 . From 4500' to TD the well will be drilled

with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient weighting

material (barite) will be on location to increase the mud weight if abnormal pres-

sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock
b. monitoring equipment on the mud system
c. a sub on the floor with a full opening valve to be stabbed into the drill

pipe when the kelly is not in the string.

8. The testing,1ogging and coring program to be followed:
No DST's are planned
No cores are expected to be cut.

LOUS: Dual Induction Laterolog
Compensated Neutron-Formatio Density

9. Any anticipated abnormal pressures or temperatures expected to be encountered:

No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

March 31, 1981 3 weeks'



COASTAL OIL & GAS CORPORATION

12 Point Surface Use Plan

for

Well Location

C.O. G. #3-29-9-20 G.R.

Located In

Section 22, T9S, R20E, S.L.B.& M.

Uintah County,



COASTAL OIL & GAS
C.O.G. #3-22-9-20 G,R,

1. EXISTING ROADS

See attached Topographic FWp "A".

To reach COASTAL OIL & GAS CORP., well location site C.O.G. #3-22-9-20 G.R.
located in the NWMNE¼ Section 22, T9S, R20E, S.L.B.& M., Uintah County, Utah:

Proceed Westerly out of Vernal, Utah along U.S. Highway 40 - 14 miles to
the junction of this road and Utah State Highway 209; proceed South along Utah
State Highway 209 - 7 miles more or less to the junction of this Highway and
Utah State Highway 88; proceed South along Utah State Highway 88 - 10 miles to
Ouray, Utah; proceed along South on a county road, known as the Seep Ridge Road
+ 3.5 miles to the junction of this road and an existing road to the Southeast;
proceed Southeast along this road 2.3 miles to its junction with the proposed
access road (to be discussed in Item #2).

The Highways mentioned in the foregoing paragraph are bituminous surfaced
roads to Ouray, Utah at which point the County road is surfaced with nativeasphalt, to the oil field service road.

The aforementioned dirt oil field service road and other roads in the
vicinity are constructed out of native materials that are prevalent to the areas theyare located in and range from clays to a sandy-clay shale material.

There is no anticipated construction on any portion of the above describedroads. They will meet the necessary standards required to facilitate an orderlyflow of traffic during the drilling phase, completion phase, and the production
phase of this well at such time that production is established.

The roads that are required for access during the drilling phase, completion
phase, and production phase of this well, will be maintained at the standards requiredby the B.I.A. or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1 inthe NW\ NE¼ Section 22, T9S, R20E, S.L.B.& M., and proceeds in a Southwesterly direction0.2 miles to the proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill andproduce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side of thecenterline) with drain ditches along either side of the proposed road where it isdetermined necessary in order to handle any run-off from normal meteorological
conditions that are prevalent to this area.

Back slopes along the cut areas of the roadwillbe 1½ to 1 slopes and



(114 illi
COASTAL OIL & GAS CORP.
C.O.G. #3-22-9-20 G.R.
Section 22, T9S, R20E, S.L.B.& M.

2. PLANNED ACCESS ROAD - cont...

The road will be centerline flagged prior to the commencement of construction.

There will be no culverts required along this access road.

The grade of this road is relatively flat but will not exceed 8%. This road
will be constructed from native borrow accumulated during consfruction.

There will be no turnouts required along this road.

There are no fences encountered along this road. There will be no cattleguards
required.

The terrain that this access road traverses is relatively flat.

All lands involved under this action are under B.I.A. jurisdiction.

The vegetation of this route consists of sparse amounts of sagebrush, rabbit-
brush, some grasses, and cacti with large areas that are devoid of vegetation.

3. EXISTING WELLS

There are eighteen producing gas wells and two abandoned wells, within a one-
mile radius of this location site. See Topographic Map "B" for the location of these
wells relative to the proposed location site.

There arenowater wells, temporarily abandoned wells, disposal wells, drilling
wells, shut-in wells, injection wells, monitoring or observation wells for other
resources located within a one-mile radius of this location site.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES.

At the present time there are no other COASTAL OIL & GAS CORP. Production
facilities and gas gathering lines, tank batteries, oil gathering lines, injection
lines or disposal lines within a one-mile radius.

In the event that production of this well is established the existing area
of the location will be utilized for the establishment of thenecessary production
facilities.

The total area that is needed for the production of this well will be fenced
and cattleguards will be utilized for access to these facilities.

The are will be built if possible, with native materiäls and if these
materials are not available, thenthe necessary arrangements will be made to getthem from private



GOASTAL OIL & GAS CORP.
C.O.G. #3-22-9-20 G.R.
Section 22, T9S, R20E, S.L.B.& M.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES - cont...

The proposed gas flowline will be an 18' right-of-way, which will run to an
existing gas line in the area.

If there is any deviation from the above, all appropriate agencies will be
notified.

Rehabilitation of disturbed areas no longer needed for operations after
construction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A"

Water to be used fo the drilling and production of this well will be hauled
from the White River in Section 4, T9S, R20E, S.L.B.& M. approximately 3.9 miles by
road North of the proposed location site. This water will be hauled by truck over
existing roads and the proposed access road.

All regulations and guidelines will be followed and no deviations will be
made unless all concerned agencies are notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall be
borrow material accumulated during construction of the location site and access road.
No additional road gravels or pit lining material from other sources are anticipated-
at this time, but if they are required, the appropriate actions will be taken to
acquire them from private sources.

7. METHODS OF HANDLING WASTE DISPOSAL

A reserve pit shall be constructed, and at least half of the depth of the
reserve pit shall be below the existing ground surface. All trash and flammable
materilas will be contained in a portable trash basket. Non-flammable material
such as cuttings, salts, chemicals, etc., will be buried in the reserve pit ans
covered with a minimum of four feet of earth material. Prior to the onset of drilling,
the reserve pit will be fenced on three sides. Upon completion of drilling the fourth
side of the reserve pit will be fenced and allowed to dry completely before
backfilling and reclamation are attempted.

A portable chemical toilet will be supplied for human waste.

All produced oil from this well will be contained in the storage tank and will
be sold. Water if any which is produced will be run into a reserve pit as required.
in the NTL-2B



(III ilþ
COASTAL OIL & GAS CORP.
C.O.G. #3-22-9-20 G.R.
Section 22, T9S, R20E, S.L.B.& M.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See Áttached location layout sheet.

The B.I.A. Representative shall be notified before any construction begins on
the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is determined by
the representatives of the agencies involved that the materials are too porous and
would cause contamination to the surrounding area; thenthe pits will be lined with
a gel and any other type of material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See location layout sheet). When all drilling and production
activities have been completed, the location site and access road will be reshaped to
the original contour and stockpiled topsoil spread over the disturbed area.
Fences around pits are to be removed upon completion of drilling activities and all
waste being contained in the trash basket shall be hauled to the nearest sanitary
landfill. The reserve pit will be completely fenced and allowed to dry before
covering. When restoration activities have been completed, theÍocation site and
access ramp shall be reseeded with a seed mixture recommended by the B.I.A.
Representative when the moisture content of the soil is adequate for germination.
The Lessee further covenants and agrees thatall of said clean-up and restoration
activities shall be done and performed in a diligent and most workmanlike manner
and is strict conformity with the above mentioned Items #7 and #10.

11. OTHER INFORNATION

The Topography of the General Atea - (See Topographic Map "A").

The area slopes from the rim of the Book Cliff Mountains to the South to the
White River to the North, and is a portion of the Roan Plateau. The area is inter-
laced with numerous canyons and ridges which are extremely steep with numerous
ledges formed in sandstone, conglomerates, and shale deposits.

The majority of the washes and streams in the area are non-perennial in nature
with the only two in the area having a year-round flow being Willow Creek to the West
and the White River to the North, of which the numerous washes, draws and non-perennial
streams are tributaries to the White



COASTAL OIL & GAS CORP.
C.O.G. #3-22-9-20 G.R.
Section 22, T9S, R20E, S.L.B.& M.

11, OTHER INFORMATION - cont...

The majority of the surrounding drainages are of a non-perennial nature with
normal flow limited to the early spring and extremely rare heavy thunderstorms, or
rainstorms of high intensity that lasts over an extended period of time and are
extremely rare in nature as the normal annual precipitation is only 8".

All drainages in the immediatÁarea are non-perennial streams and flow to the
North and are tributaries to the White River.

The soils of this semi-arid area are of the Uinta Formation and Duchesne
River Formation (the Fluvial Sandstone and Mudstone) from the Eocene Epoch andQuaternary Epoch (gravels surfaces) and the visible geologic structure consists oflight brownish-gray clays (OL) to sandy soils (SM-NL) with poor gravels and shales
with outcrops of rock (sandstone, mudstone, conglomerates and shales).

Due to the low precipitation average, climatic conditions and the marginaltypes of soils, the vegetation that is found in the area are common of the semi-
arid region we are located in and in the lower elevations of the Uintah Basin. Itconsists of, as primary flora, areas of sagebrush, rabbitbrush, some grasses, andcacti and large areas of bare soils devoid of any growth in the areas away from andin the vicinity of non-perennial streams and along the areas that are formed along theedges.of perennial streams, cottonwood, willows, tamarack sagebrush, rabbitbrush,grasses and cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule deer,coyotes, pronghorn antelope, rabbits, and varieties of small ground squirrels andother types of rodents, and various reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows, magpies, crows,and jays.

The area is used by man for the primary purpose of grazing domestic livestock.

The Topography of the Lamediate Area - (See Topographic Map "B").

C.O.G. #3-22-9-20 location site sits on a relatively flat area.

The geologic structure of the location is of Uinta Formation and consists oflight brownish-gray clay (_SP-PL) with some sandstone outcrops.

The ground slopes from the South through the location to the North.

The location is covered with some sagebrush and grasses.

The total surface ownership affected by this location is owned by the



COASTAL OIL & GAS CORP,
C.O.G. #3-22-9-20 G.R.
Section 22, T95, R20E, S.L.B.& M.

11. OTHER INFORMATION - cont...

There are no occupied dwellings or other facilities of this nature in the
general area.

There are no visible archaeological, historical, or cultural sites within any
reasonable pro:ximity of the proposed location site. (See Topogra hic Nap "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

F. W. Heiser
COASTAL OIL & GAS CORP.
P.O. Bax 749
Denver, CO 80201

Tele: 1-303-572-1121

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have inspected
the proposed drill site and access route; that I am familiar.with the conditons which
presently exist; that the statements made in this plan are to the best of my knowledge
true and correct; and that the work associated wtih the operation proposed herein
will be performed.by COASTAL OIL & GAS CORP. and its ·contractors and subcontractors
in conformity with this plan and the terms and conditons under which it is approved.

DATE F
Drilling
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3000 psi Working Pressure: BO s

ADJUSTABLE CHOKE
A

GAS
BUSTER

R-BLIND RAMS
HYDRAULIC CHOKE

rFRO TO Ptf.
MUD GAL
PUM Ra PtPE RAMS 4-1|1" BUSTER

KILL LINE

ORILLING .--- TO PIT
SPOOL

TO PIT

CASING .

& GAS

SPOOL
BUSTER

FROM*
REMOTE

LOCATIOI

TO PIT
1 a GAS

BUSTER
POSITIVE CHOKE

Test Procedure

1) Flush BOP's and all lines to be tested with water.
Z) Run test plug on test joint and seat in casing head (leave valve below

test plug open tos check for leak) .

3} Test the following, to rated pressure:
a} inside blowout preventer
b) Lower kelly cock

' c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP' s

4) Close and test pipe rams to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back off and leave test plug in place. Close and test blind rams to

rated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated



** FILE NOTATIONS**

DATE:

OPËRATOR: Šps Go A .

WELLNO: ac.A - · Î • ŽÔ ÑÑ
Location: Sec. T. R. gg- County: QÍ,v 4 Á
FRe Ptepaxed: Entexed on N.J.Ú:
Caxd Indexed: Complet¿on Sheet:

API Numbe 4/T - 04/7 - gpg gg

CHECKEDBY:

Petro En ineer: -/ -f/

Director:

Administrative Aide:

APPROVALLETTER:

Bond Requaed: Sukvey PÆat Requaed:

OAdeA Wo. 0.K. Rufe C-3

Rule C-3 (c) , Topogxaph¿c Excepf¿on - company owns o contAofs acAe ge
with¿n a 660' tadius og paoposed alte

Lease Dealgna Lon Plotted on Map

AppAoval LetteA 00t¿tten

Hot L¿ne
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COOSÍQI Ôil & GCS ÛOrpOrdÍ\O Post Office Box.749 .

Denver, Colorado .80201
(303) 572-1121

May 26, 1981

Mr . Michael Minder OIL, S
State of Utah
Division of Oil, Gas, and Mining
1588 West North Temple.
Salt Lake City, ûT 84116

Re; COG 3-22-9-20 GR
th1 NE Section 22-T9S-R20E
Uintah County, Utah

bear Mike:

Coastal Oil & Gas Corporation harehy requests an administratîve exception to
statewide spacing requirements for the above location, staked 854' FNL/1738' FEL
Section 22-T9S-R22E.

If the location were moved -100' West to conform with statewide spacing, an . n
existing Colorado Interstate þas Pipeline would ruñ across the northwest corner of
the location, creating a potentially hazardous condition during drilling operations.
In order to move the pipeline, CÎG would be required to file for a right-of-way froin
both the BLM and BIA, an extremely lengthy process which would cause considerable
delay in our drilling operations.

Coastal Oil & Gas Corporation holds all leases within 660' of the proposed location.

In addition, Coastal operates the ITte Trail 52XR, located 1040' FNL/23LO' FEL -
Section 22-T98-R20E, a producing gas well which is 601' from the proposed location.
This well is produced from the Wasatch formation only as Coastal does not hold the
Green River rights.

Thank your for your consideration. If you should have any question or need further
information, please contact us.

Distriát Drilling Manager
XC: P. Bohner

B. Nelson
W. Gibbens
File

pab/FWH/tcð
A SUBSIDIARYOF THE COASTAL



December 29, 1981

Coastal 011 & Gas Corp.
P. 0. Box 749
D8nver, Colo. 80201

RE: Well No. Natural Duck #3-22-9-20GR,
Sec. 22, T. 19S, I, 20E,
Uintah $6unty, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regulations and Rules
of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to igiedg notify the following:

CLEONB. FEIGHT- Director
Office: 533-5771
Hone: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence,and that the drilling contractor and rig
number be identified,

The API number assigned to this well is 43-047999994-.

Sincerely,

DIVISIONOF OIL, GASANDMINING

Cleon B. Feight
Director

CBF/db
cc: Uses
Enclosures
**Please forgive the oversite and lateness of this approval letter.

Thank
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Oil and Gas Operations
2000 Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104-3884

May 12, 1982

Coastal Oil and Gas Corporation
P.O. Box 749
Denver, Colorado 80201

Re: Rescind Application for Permit
to Drill
Well No. 3-22-9-20 GR
Section 22, T. 93., R. 20E.
Uintah County, Utah
Lease No. U-0577

Gentlemen:

The Application for Permit to Drill the referenced well was approved on
April 17, 1981. Since that date no known activity has transpired atthe approved location. Under current District policy, applications forpermit to drill are effective for a period of one year. In view of the
foregoing this office is rescinding the aporoval Qf the referepced qp-
plication without prejudice. If you intend to drill at this location
at a future date, a new application for permit to drill trust be sub
mitted.

This office requires a letter confirming that no surface disturbance
has been maue for this drill site. Any surface disturbance associated
with the approved location of this well is to te rehabilitated. A
schedule for this rehabilitation rust then be submitted to this office.
Your cooperation in this matter is appreciated.

Sincerely,
(ORIG. SGD.) R. A. HENRICKS
Production Unit Supervisor

E. W. Guynn
District Oil & Gas Supervisor

bcc: SMA
\State O&G
State BLM
MMS-Vernal
Well File
APD Control
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